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Normal  Slab Reinforcing

not shown.

Galv. Cap

12-#9

12-#9

Connect drain to low point

of junction box.

Connect drain to low

point of conduit by

shop welding.
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Slope to match

back face of

parapet.
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1
’-

2
’’

SECTION B-B
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5-#5     Ties

Normal  Parapet (size & spacing)

Reinforcing.
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Using 8’’ Max. Radius.

DATE:

STATE HIGHWAY ADMINISTRATION

DEPARTMENT OF TRANSPORTATION

STATE OF MARYLAND

STANDARD NO. SHEET OF

SHA FHWA

REVISIONS

APPROVAL

FHWA APPROVAL

DATE:

#5    top

& bottom

OTHER RELATED STANDARDS

REBAR-PL(3.03)-91-263

REBAR-BD(3.04)-91-257

10
’’

3
’’

þÿ�1�’�-

þÿ
��

þÿ���’�’� � � � �D�r�a

7’’

5’’

6
’’

5
’’

5
’’

þÿ�S�c�a�l�e�:���

8’
’

 

 

 

 
2

 
2

S
U

P
E

R
-C

O
N

C
R

E
T

E
 W

O
R

K

3-19-85

11/8/84

2-14-92

2-19-93

9-24-96

8-7-98

SUPPORT BRACKET FOR

BRIDGE MOUNTED LIGHT POST

ON SIDEWALK WITH SPECIAL PARAPET

BR-SS(6.27)-84-166

OFFICE OF STRUCTURES

DIRECTOR

OFFICE OF STRUCTURES


